
www.maxoncable.com

maxon
AUDIO & VIDEO CABLE

OFC  

ANALOG

FLEX

INSTRUMENT CABLE

MxE 100 ACOUSTIC

MOBILE  

STUDIO  

LIVE SOUND

STAGE

ELECTRICAL DATA	

Conductor Resistance		

Shield Resistance	

Insulation Resistance	

Velocity of Propagation	

Capacitance  core/screen

Test voltage

< 87 ohm / km	

< 39 ohm / km	

> 2000 MΩ x km	

80%	

82 pF / m	

1.0 kV

MECHANİCAL DATA

Minimum bending radius

Temperature range	

	 Mobile installation

	 Fixed installation

10 x D ( D= outer diameter)	

	

- 5° C to + 70° C		

-25° C to +70° C		

CONSTRUCTION DATA APPLICATION
Maxon Instrument Cable is a 
relatively low capacitance unbal-
anced audio cable for use with  
guitars, keyboards and other un-
balanced output devices. Its tight 
construction and dual screens 
of conductive thermoplastic 
and close lapped copper ensure 
noise free handling and excellent 
noise rejection making this cable 
ideal for on stage use.

Core Numbers x Section	

Stranded Copper Conductor

Conductor Insulation

Shielding	

Shielding Factor	

Outer Sheath	

Outer Diameter	

Weight	

1 x 0,22 mm² (AWG 24)

28 x 0,10 mm ø Stranded bare copper

1,80 ± 0,05 mm ø Foam/Skin PE

Copper spiral shield

100%

Flex-PVC  Matt

6,0 mm ø

4,1 kg/100m

Unbalanced


